
 �„ Specialists in jacking, lifting, supporting and bolting

National coverage with support for all 
products and services

hire@worlifts.co.uk
worlifts.co.uk/hire

Hydraulic        
Hire



Since 1976 Worlifts have been specialists 
in the field of High Pressure Hydraulics. 
Our relationship with Enerpac extends 
over 30 years and we are proud to be the 
largest UK distributor of their vast range of 
industrial tools.

The HydraHire division is committed on 
supplying all industries with the most 
modern hydraulic equipment available 
today. This is supported by our 
experienced in-house sales and service 
teams ready to react instantly to 
customers requirements.

Introduction to 
HydraHire General Purpose Cylinders   3

Pad Cylinders & Low Height Cylinders 4

Hollow Cylinders 5

High Tonnage Cylinders 6

Aluminium Cylinders 7

Lifting & Spreader Wedges 8

Hydraulic Pumps 9

Hydraulic Hoses, Manifolds & Gauges 10

Cylinder Base Plates & Valves 11

Hydraulic Jacks  12

Machinery Skates 13

Digital Pull Tester 13

Consumable Box 14

Hydraulic Nut Splitters 14

Square Drive Hydraulic Torque Wrenches 15

Low Profile Hydraulic Torque Wrenches 16

Sockets  17

Back-Up Spanners 17

Torque Wrench Pumps  18

Norbar Powered Torque Tools 19

Workshop and On-Site Services 20 - 21

Safety Information  22 - 25

Nut & Bolt Sizes  26

Contents

Common Applications:

You can be safe in the knowledge that 
all equipment hired from HydraHire has 
been fully inspected, examined, tested 
and certified to meet all current statutory 
regulations and requirements.

 �„   Machinery moving, installations or ‘bumping’  
 �„   Fabrication and assembly 
 �„   Press servicing and overhaul 
 �„   Heavy lifting and levelling 
 �„   Controlled movement and levelling
 �„   Bridge jacking
 �„   Structural load transfer
 �„   Bridge bearing support and bearing replacement
 �„   Pre-stressing, pre-loading and post tensioning 
 �„   Weighing and COG operations
 �„   Bolt tightening
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Model 
Number

Capacity Class
(Ton)

Closed Height
(mm)

Stroke
(mm)

Outside Dia.
(mm)

Oil Req.
(cm3)

Weight
(kg)

RSM-50 5 32 6 58X41 4 1.0

RSM-100 10 43 11 82X55 18 1.4

RSM-200 20 51 11 101X76 32 3.1

RSM-300 30 58 13 117X95 55 4.5

RSM-500 45 66 16 140X114 99 6.8

RSM-750 75 79 16 165X139 164 11.3

RSM-1000 90 85 16 178X153 203 14.5

RSM-1500 150 100 16 215X190 317 26.3

Model 
Number

Capacity Class
(Ton)

Closed Height
(mm)

Stroke
(mm)

Outside Dia.
(mm)

Oil Req.
(cm3)

Weight
(kg)

RCS-101 10 88 38 69 55 2.7

RCS-201 20 98 45 92 129 5.0

RCS-302 30 117 62 101 261 6.8

RCS-502 45 122 60 124 373 10.0

RCS-1002 90 141 57 165 722 20.7

Pad Cylinders

Low Height Cylinders 

RSM Cylinder RCS Cylinder

Model 
Number

Capacity 
Class 
(Ton)

Closed 
Height 
(mm)

Stroke 
(mm)

Outside 
Dia.
(mm)

Oil 
Req.
(cm3)

Weight 
(kg)

RC-50 5 41 16 58 10 1.0

RC-51 5 110 25 38 16 1.0

RC-53 5 165 79 38 50 1.5

RC-55 5 216 127 38 83 1.9

RC-57 5 273 177 38 115 2.4

RC-59 5 324 232 38 151 2.8

RC-101 10 90 26 57 38 1.8

RC-102 10 121 54 57 78 2.3

RC-104 10 171 105 57 152 3.3

RC-106 10 248 156 57 226 4.4

RC-108 10 298 203 57 294 5.4

RC-1010 10 349 257 57 373 6.4

RC-1012 10 400 304 57 441 6.8

RC-1014 10 451 356 57 516 8.2

RC-151 15 124 25 70 51 3.3

RC-152 15 149 51 70 104 4.1

RC-154 15 200 101 70 205 5.0

RC-156 15 271 152 70 308 6.8

RC-158 15 322 203 70 411 8.2

RC-1510 15 373 254 70 516 9.5

RC-251 25 140 26 86 86 5.9

RC-252 25 165 50 86 166 6.4

RC-254 25 216 102 86 339 8.2

RC-256 25 273 158 86 525 10.0

RC-258 25 324 210 86 697 12.2

RC-2510 25 375 261 86 867 14.1

RC-2512 25 425 311 86 1033 16.3

RC-2514 25 476 362 86 1202 17.7

RC-308 30 387 209 102 880 18.1

RC-502 50 176 51 127 362 15.0

RC-504 50 227 101 127 719 19.1

RC-506 50 283 159 127 1131 23.1

RC-5010 50 384 260 127 1855 31.8

RC-5013 50 460 337 127 2399 37.6

RC-756 75 286 156 146 1601 29.5

RC-7513 75 492 333 146 3417 59.0

RC-1002 95 219 51 178 676 36.7

RC-1006 95 357 168 178 2239 5.9

Capacity: 5 – 95 Ton
Stroke: 16 – 362 mm

General Purpose Cylinders 
(Single Acting)

Enerpac RC Series

worlifts.co.uk/hire  hire@worlifts.co.uk
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*Additional sizes are available on request*

When using a High Tonnage Lock Nut Cylinder, add a V-66 
manual check valve for additional safety   

High Tonnage Lock Nut Cylinders (Single Acting)

High Tonnage Cylinders (Single Acting)

Low Height Lock Nut Cylinders with Tilt Saddles
(Single Acting)

HCG Series

LPL Series

HCL Series

Model Number
Capacity  
Class  
(Ton)

Closed  
Height  
(mm)

Stroke 
(mm)

Outside  
Dia. 
(mm)

Oil Req. 
(cm3)

Weight 
(kg)

HCG-506 50 283 150 130 1,178 24

HCG-1004 100 252 100 175 1,431 40

HCG-1006 100 302 150 175 2,147 46

Model  
Number

Capacity  
Class 
(Ton)

Closed  
Height 
(mm)

Stroke 
(mm)

Outside  
Dia. 
(mm)

Oil Req. 
(cm3)

Weight  
(kg)

LPL-602 60 126 50 140 433.0 15

LPL-1002 100 137 50 173 715.7 25

LPL-1602 150 148 45 220 1021.4 43

LPL-2002 200 155 45 245 1275.9 55

Model  
Number

Capacity  
Class (Ton)

Closed  
Height 
(mm)

Stroke 
(mm)

Outside  
Dia. 
(mm)

Oil Req. 
(cm3)

Weight 
(kg)

HCL-504 50 214 100 130 785 22

HCL-506 50 264 150 130 1,178 27

HCL-5010 50 364 250 130 1,963 38

HCL-1006 100 287 150 175 2,147 54

HCL-2006 200 338 150 250 4259 124

HCL-2506 250 349 150 280 5,446 167

*Additional sizes are available on request*

When using a Lock Nut Cylinder, add a V-66 manual check 
valve for additional safety

Model 
Number

Capacity 
Class (Ton)

Closed 
Height 
(mm)

Stroke 
(mm)

Outside 
Dia.(mm)

Oil Req.
(cm3)

Centre Hole 
Dia.(mm)

Weight 
(kg)

RCH-121 12 (125 kN) 120 42 69 75 19.5 2.8

RCH-123 12 (125 kN) 184 76 69 136 19.5 4.4

RCH-202 20 (215 kN) 162 49 98 150 26.9 7.7

RCH-206 20 (215 kN) 306 155 98 476 26.9 14.1

RCH-302 30 (326 kN) 178 64 114 298 33.3 10.9

RCH-306 30 (326 kN) 330 155 114 722 33.3 21.8

RCH-603 60 (576 kN) 247 76 159 626 53.8 28.1

RCH-1003 95 (931 kN) 254 76 212 1011 79.0 63.0

Hollow Cylinder (Single Acting)

Model Number Capacity Class 
(Ton)

Closed 
Height 
(mm)

Stroke 
(mm)

Outside Dia. 
(mm)

Oil Req. 
(cm3)

Centre 
Hole Dia. 
(mm)

Weight 
(kg)

RRH-603 60 (579 kN) 247 89 159 1205 53.8 28

RRH-606 60 (579 kN) 323 166 159 2266 53.8 35

RRH-1003 95 (931 kN) 254 76 212 1677 79.2 61

RRH-1006 95 (931 kN) 342 153 212 3372 79.2 79

Hollow Cylinders (Double Acting)

RRH Cylinder

RCH Series
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Model  
Number

Capacity 
Class 
(Ton)

Tip  
Clearance 
(mm)

Lifting Stroke 
(mm)

Oil Req. 
(cm3)

Weight 
(kg)

LW-16 
(LWB-1) 16 10 21 or 51  

(with Stepped Block) 78 9.0

To utilise the maximum lifting stroke of this equipment 
request the stepped block when ordering

Lifting Wedges (Single Acting)

Spreader Wedges (Single Acting)

Model  
Number

Capacity  
Class 
(Ton)

Tip  
Clearance 
(mm)

Maximum 
Spread 
(mm)

Oil Req.
(cm3)

Weight 
(kg)

WR-5 1 12.8 94 10 2.3

LW Series

WR Series

FSH Series

FSH14 Flange Spreader in use ...

Model  
Number

Capacity  
Class 
(Ton)

Tip  
Clearance 
(mm)

Maximum  
Spread 
(mm)

Oil Req. 
(cm3)

Weight 
(kg)

FSH14 
(FSB-1) 14 6 61 or 80 

(with stepped Block) 78 7.1

To utilise the maximum spread of this equipment request the 
stepped blocks when ordering

Aluminium Cylinders (Single Acting)

RAC Series

RACL Series

Model  
Number

Capacity  
Class (Ton)

Closed  
Height 
(mm)

Stroke 
(mm)

Outside  
Dia. 
(mm)

Oil Req. 
(cm3)

Weight 
(kg)

RAC-204 20 224 100 85 312 4.1

RAC-304 30 231 100 100 442 5.2

RAC-504 50 236 100 130 709 9.8

RAC-506 50 286 150 130 1,063 11.1

RAC-1006 100 321 150 180 2,147 21.9

Model  
Number

Capacity  
Class (Ton)

Closed  
Height 
(mm)

Stroke 
(mm)

Outside  
Dia. 
(mm)

Oil Req. 
(cm3)

Weight 
(kg)

RACL-506 50 336 150 130 1,063 11.9

RACL-5010 50 436 250 130 1,771 14.5

RACL-1006 100 396 150 180 2,147 26.5

Aluminium Lock Nut Cylinders (Single Acting)

worlifts.co.uk/hire  hire@worlifts.co.uk
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A-65 AM-41A-66

Hydraulic Hand Pumps

Eelectric Powered Pumps

Battery Powered Pumps

Model Number Pressure (PSI) Description Oil Capacity Weight (Kg)

P-392 10,000 Two Speed,  Lightweight  901 4.1

P-80 10,000 Two Speed, Steel 2,200 10.7

P-801 10,000 Two Speed, Steel 4,100 14.1

P-462 10,000 Two Speed, Steel 7,423 28.2

P-464 10,000 Two Speed, Steel for Double Acting Cylinders 7,423 28.2

Model Number Pressure (PSI) Description Oil Capacity Weight (Kg)

XC1201M 10,000 Cordless Pump With 230v Charger 1 Litre 10.0

XC1202M 10,000 Cordless Pump With 230v Charger 2 Litre 11.9

Model Number Pressure (PSI) Description Oil Reservoir 
Size Weight (Kg)

PUJ1201B 10,000 110 Volt c/w Pendant Control 3.8 litre 15.4

ZE4-20 10,000 110 Volt c/w Manual Valve 20 litre 80

ZE4-40 10,000 110 Volt c/w Manual Valve 40 litre 100

GF-Series

Hoses C/W Quick Release Couplers Each End

Manifolds

Pressure Gauges

Model Number Length

HC-7206C 1.8M

HC-7210C 3M

HC-7220C 6.1M

Model Number Description

AM-21 2 Way Control Manifold

AM-41 4 Way Control Manifold

A-65 4 Way Bar Manifold

A-66 5 Way Splitter 

Model Number Description

GA-45GC Pressure Gauge Assembly 10,000 
PSI/ 700 bar

GF-Series Pressure/ Force Gauges are 
available if required POA

HC-7206C

GA-45GC

XC1202M Battery Pump running a WR5 Lifting Wedge

Other lengths available on request

worlifts.co.uk/hire  hire@worlifts.co.uk
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Tangye Hydraulic Claw Jacks

Tangye Hydraclaw Jack

Enerpac Machine Jacks

Model Number Capacity (Tonne) Closed Height 
(mm) Stroke (mm) Weight (Kg)

PS620C 20 on ram
8 on claw

276 Ram            
67 Claw 152 17

PS630C 30 on ram
12 on claw

281 Ram 
73 Claw 152 22

PS660C 60 on ram
24 on claw

327 Ram 
73 Claw 152 46

Model Number Capacity (Tonne) Closed Height (mm) Stroke (mm) Weight (Kg)

9501W 5.0 41 Toe
325 Ram 178 18

Model Number Capacity (Tonne) Closed Height (mm) Stroke (mm) Weight (Kg)

8104H 6.5 140 76 3.6

Model Number Capacity (Tonne) Closed Height (mm) Stroke (mm) Weight (Kg)

SOH10-6 8.5 20 136 26

SOH23-6 20 30 157 45

Cylinder Base Plates

Check Valves

Safety Tool Box

Model Number Description

JBI-10 Base Plate for 10T Cylinders

JBI-25 Base Plates for 25T Cylinders 

JBI-50 Base Plates for 50T Cylinders 

Model Number Description

V-66 Manual Check Valve (Load Holding)

V-82 Needle Valve 

Model Number Description

SSB1
Industrial Storage 
Case- 145 Litres 
Capacity

JBI-50JBI-10 JBI-25

V-82V-66

Tangye Hydramite Jack

worlifts.co.uk/hire  hire@worlifts.co.uk
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*These units will require a hand or battery-operated pump c/w gauge & hose assembly*

Model Number Capacity per  
Set (kg) Description Rollers Weight (kg)

SK6T 6,000 Poly Wheeled Skate Set Front: 4x Nylon 
Rear: 8x Nylon 45

SK20 20,000 Caterpillar Type Skate Set Steel: 18mm 50

Machinery Skates

This Tester Kit Includes:

The Staht t60 Digital Pull Tester is a compact, powerful and 
innovative machine, enabling the user to reach 60kN with ease. 
It provides a single solution for all typical on-site proof testing 
applications. The digital interface and Bluetooth ® Connectivity 
�Q�S�P�W�J�E�F���B�O���F�Y�D�F�M�M�F�O�U���V�T�F�S���F�Y�Q�F�S�J�F�O�D�F���B�O�E���B�O���F�G�Ù�D�J�F�O�U���S�F�Q�P�S�U�J�O�H��
�X�P�S�L�Ú�P�X���U�P���J�N�Q�S�P�W�F���Q�S�P�E�V�D�U�J�W�J�U�Z��

 �„ 60kN Digital Load Cell
 �„ App (Android & iOS)
 �„ Bridge
 �„ Drop Rod & Nut
 �„ Tool Adaptor Jaw
 �„ Clevis
 �„ Tester Lanyard
 �„ 3/8” Socket Wrench &  

 Tool Lanyard
 �„ 17mm Socket

 �„ Threaded Washer Pack  
 M6, 8, 10, 12, 16 & 20

 �„ Slotted Washer Pack M6,  
 8, 10, 12 & 16

 �„ Anti-Rotation Pull Out Nut  
 & Handle

 �„ Charging Cable
 �„ 24mm Spanner
 �„ 12 month Calibration  

 Certificate

STAHT T60 Tester Kit

*These units will require a hand or battery-operated pump c/w gauge & hose assembly*

Model Number Capacity (tonne) Bolt Range (mm) Hex Nut Range (mm) Weight (kg)

NC-1924 10 M12-M16 19-24 2.0

NC-2432 15 M16-M22 24-32 3.0

NC-3241 20 M22-M27 32-41 4.4

Hydraulic Consumable Box

Hydraulic Nut Splitters

Order Code: HHHCB

���}�v�•�]�•�Ÿ�v�P���}�(�W

 �„ 1 Litre of genuine Enerpac Oil
 �„ 63 mm Pressure Gauge
 �„ Complete quick release Coupler Set
 �„ 5m Tape Measure
 �„ PTFE Tape
 �„ Pen 
 �„ Notepad

worlifts.co.uk/hire  hire@worlifts.co.uk
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Enerpac Square Drive Hydraulic Torque Wrenches 

Reaction Tube Extensions

Model Number Drive Size Torque Range NM / Torque 
Range Ft.lbs Weight (kg)

S1500X 3/4”
195 - 1952

144 - 1440
3.2

S3000X 1”
438 - 4,373

323 - 3,225
5.6

S6000X 1 1/2"
834 - 8,338

615 - 6,150
9.2

S11000X 1 1/2”
1,516 - 15,151

1,118 - 11,175
15.8

Model Number
For Torque 
Wrench 
Model

Dimensions (mm)
Weight 
(kg)

A B C D

RTE15X S1500X 706 152 636 58 4.6

RTE30X S3000X 733 152 647 57 5.5

RTE60X S6000X 747 152 659 65 7.7

RTE110X S11000X 769 152 675 76 11.2

Enerpac Low Profile Hexagon Hydraulic 
Torque Wrenches

Various Cassette Sizes to Suit Low Profile 
Torque Wrenches

Model Number Hex Range 
(mm)

Torque Range NM /
Torque Range Ft.lbs

Drive Unit 
Weight (kg)

W2000X 30 - 60
276 –2,766

204 – 2,040
1.4

W4000X 36 - 85
566 – 5,661

417 – 4,175
2.0

W8000X 50 - 105
1,148 – 11,484 

847 – 8,470
3.0

W15000X 65 - 115
2,078 – 20,785

1,533 – 15,330
5.0

Drive Unit 
Model 
Number

Hex Range 
(mm)

Nose Radius 
(mm)

DIM 
(mm)

Cassette 
Model 
Number

Drive Unit 
Model 
Number

Hex Range 
(mm)

Nose Radius 
(mm) DIM (mm)

Cassette 
Model 
Number

W
20

00
X

30 31 54 W2103X

W
80

00
X

50 45 78 W8200X
32 31 54 W2104X 55 48 80 W8203X
36 31 54 W2107X 60 51 83 W8206X
38 33.5 58 W2108X 65 52.5 85 W8209X
41 33.5 58 W2110X 70 56 85 W8212X
46 33.5 61 W2113X 75 58 85 W8215X
50 39 63 W2200X 80 60.5 90 W8302X
55 41.8 69 W2203X 85 66 92 W8085MX
60 44.5 65 W2206X 90 74 103 W8090MX

W
40

00
X

36 37 61 W4107X 95 74 103 W8312X
41 37 61 W4110X 100 79.5 110 W8315X
46 39.5 64 W4113X 105 79.5 110 W8402X
50 41.5 67 W4200X

W
15

00
0X

65 59 89 W15209X
55 44 73 W4203X 70 59 89 W15212X
60 46.5 71 W4206X 75 62 91 W15215X
65 49.5 76 W4209X 80 64 93 W15302X
70 52.5 78 W4212X 85 69.5 97 W15085MX
75 55.3 82 W4215X 90 75 102 W15090MX
80 58.5 84 W4302X 95 75 102 W15312X
85 62 86 W4085MX 100 80.5 103 W15315X

worlifts.co.uk/hire  hire@worlifts.co.uk
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Heavy Duty Sockets

Back-Up Spanners for Torque Wrenches

Metric Sockets

¾” Square Drive 1” Square Drive 1 ½” Square Drive

A/F 
(mm) Model Number A/F 

(mm) Model Number A/F 
(mm) Model Number

19 BSH7519 19 BSH1019 36 BSH1536

24 BSH7524 24 BSH1024 41 BSH15163

27 BSH7527 27 BSH1027 46 BSH1546

30 BSH7530 30 BSH1030 50 BSH1550

32 BSH7532 32 BSH1032 55 BSH1555

36 BSH7536 36 BSH1036 60 BSH1560

41 BSH75163 41 BSH10163 65 BSH1565

46 BSH7546 46 BSH1046 70 BSH1570

50 BSH7550 50 BSH1050 75 BSH1575

- - 55 BSH1055 80 BSH1580

- - 60 BSH1060 85 BSH1585

- - 65 BSH1065 90 BSH1590

- - 70 BSH1070 95 BSH1595

- - 75 BSH1075 100 BSH15100

- - 80 BSH1080 105 BSH15105

- - 85 BSH1085 110 BSH15110

- - 90 BSH1090 115 BSH15115

- - 95 BSH1095 - -

- - 100 BSH10100 - -

Hexagon Sizes (A/F)
Model          

Number

Dimensions (mm)

KG
A B C D

S1 to S2 
(mm)

S1 to S2 
(mm)

27 - 32 11/16 - 11/4” BUS01 51 98 15 M8 0,3

36 - 41 1 7/16 - 1 5/8” BUS02 62 119 15 M8 0,4

46 - 50 1 13/16  - 2” BUS03 75 141 20 M8 0,6

55 - 60 2 3/16 - 2 3/8” BUS04 89 166 20 M12 0,8

65 - 70 2 9/16 - 2 3/4” BUS05 100 190 25 M16 1,0

75 - 80 2 15/16  - 3 1/8” BUS06 112 213 25 M16 1,3

- 3 1/2 - 3 7/8” BUS07 135 257 30 M20 2,2

- 4 1/4 - 4 5/8” BUS08 163 310 30 M20 3,3

85 - 90 - BUS09 126 242 25 M16 1,7

95 - 100 3  3/4 - 3 15/18” BUS10 138 266 30 M20 2,3

105 - 110 4  1/8 - 4 15/18” BUS11 153 297 30 M20 3,1

115 - 120 - BUS12 165 320 30 M20 3,5

Enerpac Back-Up Spanners to be used to 
stop back nut from turning during make 
up or break out.

Allen key sockets also available on request.

W Series Torque Wrench working in conjunction with a TQ700B Pump.

Enerpac Torque Wrench Pumps

110 Volt, Single Phase

Model 
Number

Pressure 
Rating (bar)

Useable Oil 
Capacity 
(litres)

Motor 
Size 
(kW)

Motor Electrical 
�6�S�H�F�L���F�D�W�L�R�Q�V��
(Volt - Ph - Hz)

Sound Level 
(dBA) Weight (kg)

TQ-700B 700 4.0 0.75 115 - 1 - 50/60 82 - 85 31

Battery Operated

Model 
Number

Pressure Rat-
ing (bar)

Useable Oil 
Capacity (litres) Charger Voltage Weight (kg)

XC2502BE 700 2.0 230 15.2

Twin Hose Assembly

Model 
Number

Length 
(metres)

THQ-706T 6

worlifts.co.uk/hire  hire@worlifts.co.uk

17 18



To support the sales of all Hydraulic & Mechanical Lifting 
equipment, we provide a comprehensive repair facility where 
inspection, testing and repairs to a wide range of products 
are carried out in fully equipped modern workshops by our 
competent engineers.

We have expertise in the following products:

Standard test equipment includes:

Specialist test equipment:

 �„ Hydraulic Cylinders
 �„ Hydraulic Pumps
 �„ Hydraulic Jacks
 �„ Mechanical Lifting Products
 �„ Loose Lifting Equipment
 �„ Manual and Hydraulic Torque Wrenches
 �„ Hand Tools
 �„ Rail Stressing Equipment
 �„ Re-Railing Equipment 

 �„ Dynamic Hydraulic Jack Testing Machines
 �„ Dynamic Mechanical Jack Testing Machines 
 �„ Dynamic Lifting Equipment Testing Rigs 
 �„ Calibrated Proof Load Test Weight 
 �„ Calibrated Load Measuring Equipment
 �„ Calibrated Pressure Measuring Equipment 
 �„ Calibrated Brake & Insulation Testing Tools 

 �„ Hand Arm Vibration Testing Metres (HAVS)
 �„ Calibrated Bolt Load Metres (BLM)
 �„ Portable Appliance Testers (PAT) 
 �„ Purpose Built Test Track Area 

Our dedicated workshop engineers are vastly experienced in working with 
world-leading manufacturers and our services are backed up by large 
stocks of OEM spares and facilities which include:

 �„ Heated Chemical Cleaning Tank
 �„ Shotblast Equipment 
 �„ Hydraulic Test Machines
 �„ Welding & Machining Plant
 �„ Spray Paint Booth

Equipment is assessed and a quotation is provided free of charge. 
All our repairs are covered by a comprehensive warranty. We can 
provide customised service and repair packages including fixed 
price schedules which can assist our customers in controlling their 
long-term repair costs.

On the return of repaired equipment, our customers are provided 
with the relevant certification to ensure full compliance with LOLER 
& PUWER legislation. 

Incorporated within our workshop, we have installed a range of 
sophisticated test equipment to provide the accurate testing of all 
lifting equipment and loose lifting products.

Pneumatic Torque Wrenches are also available. Visit worlifts.co.uk/hire to view the full range.

Norbar Powered Torque Tools Workshop Services

110 Volt Evotorque

Model Number S1 Drive Size N.M Range 
lbf.ft Range Weight (kg)

ET-72-2000-110 1”

400-2,000 
N.M

295.00-
1,475 lbf.ft

12

ET-92-4000-110 1”

800 - 4,000 
N.M

590-2,950 
lbf.ft

15.5

Battery Operated Evotorque

Model Number S1 Drive Size N.M Range 
lbf.ft Range Weight (kg)

EBT-72-1350 1”

200 – 1,350 
N.m

150 – 1,000 
lbf.ft

8.4

EBT-92-4000 1”

1,000 – 
4,000 N.m

738 – 2,950 
lbf.ft

11.6

EBT - Battery Tools

Evotorque 2 Electronic 
Torque Tools
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Dedicated Services:

 �„ LOLER Examinations
 �„ PUWER Inspections
 �„ Statutory Examinations
 �„ Preventive Maintenance 
 �„ Hand Arm Vibration Testing
 �„ Proof Load Testing
 �„ Torque Wrench Calibration 
 �„ Height Safety Systems 
 �„ Technical Support  

Equipment Tested                
& Certified

 �„ Hydraulic Jacks
 �„ Hydraulic Cylinders
 �„ Hydraulic Pumps
 �„ Torque Wrenches
 �„ Bolting Tools
 �„ Hand Tools
 �„ Lifting Equipment
 �„ Handling Equipment
 �„ Height Safety Equipment
 �„ Garage Equipment 

Key Benefits 

 �„ Equipment remains on site
 �„ Fast same-day certification 
 �„ On-line access to   

   certification 
 �„ Eliminates transport costs 
 �„ No equipment downtime 
 �„ Clear billing – known costs  

   upfront
 �„ Reduces CO2 emissions  

Torque (S) Cylinders LOLERJacks 

PPM 

Repair Service 

Certification

HAVS & Vibration High Pressure Powered Multipliers Measurement

Torque (W) 

Manual Torque 

Gauge Cal 

Worlifts has developed a fleet of specialist on-site testing vehicles, which are 
fully equipped with dynamic test machines and load-measuring equipment to 
carry out thorough examinations and testing of hydraulic & lifting equipment 
across the UK. 

With safety being paramount within any industry, this dedicated service enables 
the client to ensure their equipment is inspected and tested to current statutory 
regulations and industry requirements with minimum disruption and downtime.

All our engineers are fully competent and trained to test and repair all leading 
brands of plants. The equipment used to carry out test procedures is traceable 
back to national standards.

Any faults found during the inspection or test process can be rectified and 
minor repairs carried out as a number of common spares and consumables are 
stocked within the test vehicle. 

worlifts.co.uk/hire  hire@worlifts.co.uk

Safety/Useful InformationOn-Site Services
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Hexagon Nut & Bolt Sizes

Metric Sizes (mm)

                    Thread Size D                    Hexagon Size S

                   

                  Hexagon Size J

M 10 17 8

M 12 19 10

M 14 22 12

M 16 24 14

M 18 27 14

M 20 30 17

M 22 32 17

M 24 36 19

M 27 41 19

M 30 46 22

M 33 50 24

M 36 55 27

M 39 60 27 (30)

M 42 65 32

M 45 70 -

M 48 75 36

M 52 80 36

M 56 85 41

M 60 90 46

M 64 95 46

M 68 100 50

M 72 105 55

M 76 110 60

M 80 115 65

M 85 120 70

M 90 130 70 (75)

M 95 135 -

M 100 145 85

M 105 150 -

M 110 155 -

M 115 165 - 

M 120 170 -

M 125 180 -

M 130 185 -

M 140 200 -

M 150 210 -

Imperial Sizes (inch)

                    Thread Size D                    Hexagon Size S

                   

                  Hexagon Size J

5/8” 1 1/16” 1/2”

3/4” 1 1/4” 5/8”

7/8” 1 7/16” 3/4”

1” 1 5/8” 3/4”

1 1/8” 1 13/16” 7/8”

1 1/4” 2” 7/8”

1 3/8” 2 3/16” 1”

1 1/2” 2 3/8” 1”

1 5/8” 2 9/16” -

1 3/4” 2 3/4” 1 1/4”

1 7/8” 2 15/16” 1 3/8”

2” 3 1/8” 1 5/8”

2 1/4” 3 1/2” 1 3/4”

2 1/2” 3 7/8” 1 7/8”

2 3/4” 4 1/4” 2”

3” 4 5/8” 2 1/4”

3 1/4” 5” 2 1/4”

* Heavy hexagon nuts

worlifts.co.uk/hire  hire@worlifts.co.uk

Safety/Useful Information

Enerpac S3000X Hydraulic Torque Wrench in use.
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Worlifts Limited
Guild House, Sandy Lane, Wildmoor, Bromsgrove B61 0QU

 �„ Specialists in jacking, lifting, supporting and bolting

National coverage with support for 
all products and services


